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Specifications 

Load capacity 1st Level 
2nd level 

Dimensions  Depth 1st level 
Depth 2nd level 

Support distance 
Height adjustable 
Winkelverstellbar 
Net weight net 
Material Tubes 

Screw 
Plastic 

Important assembly 
instructions - Wing nuts 

Until final assembly screw all connections only loosely. For 
better expandability of the system, it is recommended that all 
wingnuts M6 between the levels point inwards, but the 
wingnuts M5 of the levels and M8 of the main beam should 
point outwards. If wingnuts pointing upwards on the levels 
is not desired, turn the locking screws by 45 degrees. 

Important safety instructions 

The levels assemblies must always be firmly connected with the screws 
on the keyboard stand. 
The keyboard stand and the entire assembly must not be loaded 
exceeding the permitted load capacity and must not be loaded on only 
one side. 
The load must be distributed as evenly as possible. 
All screw connections must always be tightened. 

Don’t assemble in a loaded state. Defective elements must be replaced 

for safety. 
Assembly instructions 2 
levels 
1 Main carrier 40x40mm (2x) 
2 Molded sheet metal part, lower 
(4x) 
3 Locking screw M8x60 (4x) 
4 Wing nut M8(4x) 
5 Rectangular tube 40x20mm (2x) 
6 Locking screw M6x60 (8x) 
7 Wing nut M6(8x) 
8 Molded sheet metal part 2nd level 
(4x) 
9 Rectangular tube 2nd level (2x) 
10 Locking screw M5x60 (4x) 
11 Wing nut M5 (4x) 
12 Stopping edge (2x) 

Assembly 
Place the molded sheet metal part (2) at the bottom left and right of the 
main carrier assembly (1) and screw together with the M8x60 (3) locking 
screws and M8 wingnuts (4) (Please note the wingnut alignment). 
Place the rectangular tube (5) between the molded sheet parts (2) and 
fasten with locking screws M6 (6) and wing nuts (7). 
Arrange molded sheet metal parts on the level (8) on the left and right and 
attach them loosely using the M6x60 (6) locking screws and wing nut (7). 
Place rectangular tubes plane (9) between molded sheet metal part plane 
(8) and attach loosely at the right angle with locking screw M5x60 (10) and 
wing nut (11). 

40 kg 
20 kg 
475 mm 
350 mm to 450 mm with option 
540 mm 
8 steps up to 350 mm from level 1 
8 levels 
10.8 kg 
Steel, powder-coated 
Steel, galvanized 
PA, PE, TPE 

Parts 
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Place the finished assembly on the base beam at a distance of 540 mm and 
fasten with the M8x80 lock screw and M8 nut of the base carrier. 
Slide the stopping edge (12) onto the rectangular tube level and attach it 
with screws (screw heads pointing outwards). 
Once all elements are in the right position - screw everything in 
place.
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Assembly instructions 3 levels
  

Max Load 1st level 40 kg 
2nd + 3rd level, each 20 kg 

Dimensions  Depth 1st level 475 mm 
Depth 2.+3. level 350 mm to 450 mm with option for 

540 mm 
8 Steps up to 600 mm from level 1 
8 levels 
10.8 kg 
Steel, powder-coated 
Steel, galvanized 
PA, PE, TPE 

Important instructions for 
assembly 

Until final assembly screw all connections only loosely. For 
better expandability of the system, it is recommended that 
all wingnuts M6 between the levels point inwards, but the 
wingnuts M5 of the levels and M8 of the main beam should 
point outwards. If wingnuts pointing upwards on the levels 
is not desired, turn the locking screws by 45 degrees. 

Important safety instructions 

The levels assemblies must always be firmly connected with the screws 
on the keyboard stand. 
The keyboard stand and the entire assembly must not be loaded 
exceeding the permitted load capacity and must not be loaded on only 
one side. 
The load must be distributed as evenly as possible. 
All screw connections must always be tightened. 
The height adjustment must not be carried out in the loaded state. 
Defective elements must be replaced for safety. 
Items 

1 Main carrier 40x40mm (2x) 
2 Molded sheet metal part, lower (4x) 
3 Locking screw M8x60 (4x) 
4 Wing nut M8(4x) 
5 Rectangular tube 40x20mm (2x) 
6 Locking screw M6x60 (12x) 
7 Wing nut M6(12x) 
8 Molded sheet metal part 2.,3.Level 
(8x) 
9 Rectangular tube 2.,3.Level (4x) 
10 Locking screw M5x60 (8x) 
11 Wing nut M5(8x) 
12 Stopping edge 2nd, 3rd level (4x) 

Assembly 
Place molded sheet metal part (2) 
bottom left and fix with locking screws 
loosely fix with locking screws (6) and 

wing nuts (7). 
Arrange molded sheet metal parts flat (8) on the left and right and attach 
loosely using the M6x60 (6) lock screws and wing nut (7). Place rectangular 
tubes of the levels (9) between molded sheet metal parts of the level (8) 
and loosely fasten them at the right angle with locking screws M5x60 (10) 
and wing nuts (11) 
Place the finished assembly on the base at a distance of 540 mm and attach 
with M8x80 lock screws and M8 nuts of the base. 
Slide the stop edge (12) onto the rectangular tube level and attach with 
screws (screw heads pointing outwards). 
If all elements are in the right position - screw everything in place. 

Technical data 

Support distance 
Height adjustment 
Tilt adjustment 
Net weight 
Material   Pipes 

Screw 
Plastic parts 

to the right of the main carrier 
(1) M8x60 (3) and Wing nuts 

Screw M8 (4) (Please note wing nut orientation). 
Place rectangular tube (5) between the molded sheet metal parts (2) and 
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